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PMI MODEL P2T-0R3G18G-80-T-55-SFF IS A SINGLE POLE DOUBLE 
THROW ABSORPTIVE SWITCH.  THIS MODEL HAS THE FOLLOWING 

SPECIFICATIONS. 
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OUTLINE DRAWING 
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TEST. 
ITEM NO PARAMETERS SPECIFIED VALUE TEST 

RESULTS 
QA 
QC 

1 Frequency Range: 0.3 – 18.0 GHz 0.3 – 18.0 GHz  

2 Insertion Loss: 
 

3.5 dB Max 
 

 
 2.74 dB 

 
 

3 Isolation: 
 

80 dB Min 
 

 
83.88 dB 

 
 

4 VSWR:  

In/Out 2.0:1 Typ 
 

1.90 :1 
  

 Terminated Out: 2.0:1 Typ 
 

1.99 :1  
 

 See Plots 

5 Rise Time 50 nsec Max 
(10% RF TO 90% RF) 

25 ns 
See Typical Characteristics  

6 Fall Time 50 nsec Max 
(90% RF TO 10% RF) 

23 ns 
See Typical Characteristics  

7 DC Supply: 

 
+5VDC @ 65 mA Max 

 
-5VDC @ 50 mA Max 

 

45 mA 
 

40 mA 
 

8 Control Signal 

 
TLL LOGIC “0” = J1-J2 ON 
TLL LOGIC “1” = J1-J3 ON 

 

Pass  

    

 

 

 

 (J1-J2) Insertion Loss and Return Loss 
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(J1-J3) Insertion Loss and Return Loss 

 
  (J1 – J2) Isolation and Termination Return Loss 
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(J1 – J3) Isolation and Termination Return Loss 
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Switching Speed TYP. 
OFF Delay – 10 ns per Div. 

 
 
 
 

ON Delay and – 10 ns per Div. 

 
RISE TIME– 20 ns per Div. 
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FALL TIME– 20 ns per Div. 

 
GREEN TRACE: RF 

YELLOW TRACE: TT  
 

GREEN TRACE: RF SIGNAL 
YELLOW TRACE: TTL SIGNAL 
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