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TYPICAL CHARACTERISTICS
ON
PDC-820-20-25W-SFF

PMI MODEL: PDC-820-20-25W-SFF IS A 20dB DIRECTIONAL COUPLER THAT HAS
AN OPERATING FREQUENCY OF 8-20GHZ, THIS MODEL FEATURES LOW VSWR,
HIGH DIRECTIVITY, BROADBAND AND COMPACT SIZE
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TYPICAL CHARACTERISTICS

ENVIRONMENTAL RATINGS

NOTE: THE

e TEMPERATURE! —-—-—-——-
o HUMIDITY:

ARE SUBJEGT

=95 °C TO +85 °C (OPERATING)
UP TO 95%, NON-CONDENSING

PMI CONFIDENTIAL AND PROPRIETARY

TEL: (301)-662-5019, FAX: (301)-662-1731
WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com \GAT
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\Qm# 17 PDC-820-20-25W-SFF
Outline Drawing
REVISIONS
DESCRIPTION AL ORIGINAL RELEASE wposseo
PMI MODEL PDC-820-20-25W-SFF IS A 20dB DIRECTIONAL
COUPLER THAT HAS AN OPERATING FREQUENCY OF 8-20GHZ.
THIS MODEL FEATURES LOW VSWR, HIGH DIRECTIVITY,
BROADBAND AND COMPACT SIZE.
MECHANICAL OUTLINE
SPECIFICATIONS
o FREQUENCY RANGE-- g i 1n 20 Ghz
o INSERTION LOSS=—== ;0 ub wax. .
9.85 b =y
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e COUPLING f
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PDC-820-20-25W-SFF

TYPICAL CHARACTERISTICS

Summary Technical Specifications

TEST QA
ITEM PARAMETERS | SPECIFIED VALUE Test Results Qc
NO
1 Frequency Range: 8 TO 20 GHz 8 TO 20 GHz
. ) 0.48 dB
2 Insertion Loss: 1.0 dB MAX. (See Plot)
, _ 19.5 dB
3 Coupling Factor: 20 + 1.0 dB MAX. (See Plot)
Coupling +0.54 dB
4 Sensitivity: +0.8 dB MAX. (See Plot)
T 37.1dB
5 Directivity: 12 dB MIN. (See Plot)
Primary 1.5:1 MAX. )
6 VSWR: Secondary 1.51:1 113;3?1.10'['\jT
MAX. T
incident 25 W MAX, | eigent 25 W
7 Power Handling: Reflected 25 W )
MAX Reflected 25 W
' MAX.
8 Impedance 50 Q Pass
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PDC-820-20-25W-SFF
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N TYPICAL CHARACTERISTICS
PMI ON
m# 74 PDC-820-20-25W-SFF
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