PLANAR
MONOLITHICS
INDUSTRIES, INC

FEATURES:

e 18 TO +5 dBm DYNAMIC RANGE

e 250 nS RESPONSE TIME

« TTL OUTPUT

e AVAILABLE IN 100 MHz TO 18 GHz

o« +5V SINGLE SUPPLY

 REMOVABLE RF INPUT CONNECTORS
e ADJUSTABLE THRESHOLD LEVEL

« COMPACT SIZE

PMI MODEL TD-30T-914-DX IS AVAILABLE FROM
100 MHz TO 18 GHz WITH AN ADJUSTABLE
THRESHOLD LEVEL. 9 TO 14 GHz MODEL SHOWN.

SPECIFICATIONS:

- FREQUENCY RANGE
. VSWR
« INPUT FLATNESS
- RESPONSE TIME

- POWER SUPPLY:
- DYNAMIC RANGE

9 TO 14 GHz,
THRESHOLD
DETECTOR
PMI MODEL NO:
TD-30T-914-DX

9 TO 14 GHz

2.5:1 MAXIMUM

+2.0 dB MAXIMUM

250 nS MAXIMUM (HIGHER
SPEEDS AVAILABLE)

+5V @ 100 mA MAXIMUM
-18 dBm TO +5 dBm

PLANAR MONOLITHICS INDUSTRIES, 7311-G GROVE ROAD, FREDERICK, MD 21704
TEL: 301-631-1579, FAX: 301-662-2029, EMAIL: sales@planarmonolithics.com
WEBSITE: http://www.planarmonolithics.com
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PLANAR 9TO 14 GHZ,

MONOLITHICS THRESHOLD

INDUSTRIES, INC DETECTOR
PMI MODEL NO:
TD-30T-914-DX
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