REVISIONS

DESCRIPTION: REV. DESCRIPTION DATE

PLANAR MONOLITHICS INDUSTRIES MODEL NUMBER A11 C)E'gﬁ"\'jﬂ 7RE%)EZ’§ZE o
P2T—100MBG—80—T—SFF—JW IS A TERMINATED SINGLE POLE, TWO THROW

SWITCH THAT OPERATES FROM 100MHz TO 6.0GHz WHICH HANDLES
+23dBm CW INPUT POWER. THE PORT TO PORT ISOLATION IS 80dB
TYPICAL. THIS MODEL HAS LOW INSERTION LOSS WHILE STILL OFFERING
A FAST SWITCHING SPEED OF 150nsec TYPICAL.
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SPECIFICATIONS: /" N

CAGE 05XQD

FREQUENCY:—— 100 MHz TO 6.0 GHz oor s
INSERTION LOSS:——— 2.5dB Typ., 2.75dB Maximum e
OPERATING INPUT POWER:— +23dBm CW Maximum
SURVIVAL INPUT POWER: — +33dBm CW Maximum

VSWR: 2.0:1 Maxumim
ISOLATION: 80dB Typ., 70dB Minimum

SWITCHING SPEED:———— 150nsec Typ., 200nsec Maximum
CONTROL: TTL Logic (See Logic Table)

DC VOLTAGE——  +5VDC & —12VDC
CONNECTORS—— SMA FEMALE : [ 4030 5 soLoem s
POWER AND CONTROL —— SOLDER PINS

SIZE: 1.00 X 1.00 X .500 (H)
WEIGHT: 1.5 OZ. TYPICAL

FINISH: PAINTED BLUE /_3.%3% TAPPED MOUNTING HILES

LOGIC TABLE
CTL2 FUNCTION

0 ALL OFF

J1-J3
J1-J2 PMI CONFIDENTIAL AND PROPRIETARY

*J2 & J30ON

AVIRONMENTAL RATINGS PLANAR MONOLITHICS INDUSTRIES, INC.

7311-F GROVE ROAD
° TEMPERATURE: ——————— —45°C TO +85°C (OPERATING) FREDERICK, MARYLAND 21704 USA

—54° . TEL: 301-662-5019 FAX: 301-662-1731
54°C TO +125°C (STORAGE) WEBSITE WWW mi-rf com
° HUMIDITY: MIL-STD—-202F, METHOD 103B COND. B E-MA

® SHOCK: MIL—STD—-202F, METHOD 213B COND. C |SO 9001 CERT|F|ED
° VIBRATION: MIL—STD—-202F, METHOD 204D COND. B me PRODUCT FEATURE

ALL DIMENSIONS ARE IN INCHES i P2T_1 OOMGG_SO_T_SFF_LJW

TOLERANCES
Note: Environmental testing and ESS will be met, but actual testing is not done by PMI XXX IiO 020 | 12/2/14 SPZT SWlTCH
Actual screening Is avallable for an additional charge. X.XXX  £0,010 FSCM NO.

vevr a7 05%Q0 | 27031700

sCALE N:S

NOTEr THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION




