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Typical Characteristics

LM-2G18G-2D8-33DBM-12V

PL14183/1346

Description:

2.0 to 18.0GHz Active Limiter Meeting The Following Specifications:

Speclflcatlons:

Frequency: 2.0t0 18.0 GHz
Insertion Loss: 2dB Max.

Max, Input Power: +33dBm CW

Output Leakage Power: +2.8dBm Max.

VSWR: 2.0:1 Max.

DC Supply: +12VDC @ 180mA Typ.
Connectors: SMA(F)

Finlsh: GOLD PLATED

i i . 7311-F GROVE ROAD @
Environmental Ratings: FREDERICK, MARYLAND 21704 USA , Lh@}i
Temperature: -55 ta +85 Deg. C (Operating) WEBTsEll?Eam_ﬁrz 5 _1rq FAX: 301-662-1731 :7“ M'IIF‘

-55 to +125 Deg. C (Storage) E-MAIL: @pmi+.com %W
Humldlty: MIL-STD-202F, METHOD 103B COND B. IS0 9007 CERTIFIED
Shock: MIL-STD-202F, METHOD 213B COND B. m
RO

Altitude: MIL-STD-202F, METHOD 105C COND B. | ., csion ane micnes s e " P“‘PUCT FEATU_‘ RE
Temperature Cycle:MIL-STD-202F, METHOD 107D COND A e [P T | IM—26186-2D8—33DBM—12V

Koot 20,070 CHECKED SIZE | F50M MO, DWG MO FEV.
Note: The above specifications are subject to change or revision. = :_E szTQG 2 mmh:; — ‘]Ar/

REVISIO:

S

ZOKE]| f, DESCRIPTION DATE APPROVED
Al FCN # 13-0219 12,708,448
AZ ECN £ 23-0095 05/11/29

FUNCTIONAL BLOCK DIAGRAM
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TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range: 2.0t0 18.0 GHz 2.0 to 18.0 GHz
2 Insertion Loss: 2.0dB Max 0.11dB GAIN
(See Plot)
3 Max Input Power: +33dBm CW Pass
4 Output Leakage Power: +2.8dBm Max 1.46dBm Max.
5 VSWR: 2.0:1 Max Pass
(See Plot)
6 DC Supply: +12VDC @ 180mA Typ 135mA
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File Trace/Chan Response Markerfanalysis  Stimulus — Utility  Help

Trace 2 Marker 3 [[18.0000000000 GHz ]
Tr 1 S11 Logh 5.000dB/ -9.54dB B s21 LogM 5.000dB/ -2.00dB

Tr 3 522 LogM 5.000dB/ -9.54dB
13.00 s 2.00p0 GHz 8.10 dB Marker 1 &=
2; 10.00p0 GHz 458 dB
8.00 ‘\\x\ >3 18.00p GHz 0.11 dB
|
SN W ==Ci Marker 2
3.00 i —_—
Y * Marker 3 &=
-2.00
=
7.00 Reference
-12.00 More Markers b
-17.00 Turn Off
Markers
-22.00 2
/_/"\" Properties b
-27.00 B ————
[ Aiﬂr «%%\L Marker
-32.00 Functions
e Favorites
1 >Ch1: Start 2.00000 GHz — — — Stop 18.0000 GHz
Cont BRI S22 C 2-Port LCL
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LM-2G18G-2D8-33DBM-12V

Input Power vs. Output Power

PL14183/1346

LIMITER RESPONSE WITH FREQUENCY
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