FORM: 105-SDLVA-DTA 11/09/08

CUSTOMER:_
SALES ORDER:

SUMMARY TEST DATA

MODEL NO: SDLVA-160-70
SERIAL NO: PL5077

ON

TESTED BY: B. Baker

PLANAR MONOLITICS INDUSTRIES

7311F CROVE ROAD,

FREDERICK MD. 21701

TEL: (301)831-4257 FAX: (301)662-4938

SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER--SDLVA

TEMPERATURE: -40 TO +85 C

DATE: 11/09/08

TEST ITEM PARAMETERS SPECIFIED MEASURED | REMARKS
NO. VALUE VALUE QA/QC
1 FREQUENCY RANGE 135 TO 185 MHz 110 TO 198
-3dB BW (MIN) MHz

2 INPUT VSWR 1.5:1 (MAX) 131:1(MAX)

3 OUTPUT VSWR 2.0:1 (MAX) 2.0:1 (MAX)

4 LOGGING RANGE 70 dBm TO 0dBm (MIN) 70 TO 0

dBm

5 LOG SLOPE 25 mV/dB + 5% (MAX) 24.8 TO 252
mV/dB

6 LOG LINEARITY: +1.5 dB (MAX) +1.5dB
(MAX)

7 RISE TIME (10% t090% 10 nsec (MAX.) 10 nSec

POINTS) (MAX)
8 FALL TIME (90% TO 10% 60 nsec (MAX) 20 nSec
POINTS)

9 LIMITED IF OUTPUT +2 dBm + 2 dB (MAX) 0TO+3 dB

10 DC POWER @ +12 VDC 250 mA (MAX) 230 mA
(MAX)

1 VIDEO OUTPUT 0 TO 2 Volts (MAX) 0'“‘;‘; ?;37

QA/QC APPROVAL: DATED:
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PLANAR MONOLITHICS

INDUSTRIES

7311-G GROVE ROAD,

FREDERICK, MD 21704
TEL: 301-631-1579 FAX: 301-662-
2029
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